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H. A. Knight and R. B. Walker

SUMARY

This Report summarises the available knowledge of the component

losses in a combustion chamber. The information given in this Report should

enable the pressure drops through swirlers, primary baffles, cooling systems,

etc., to be calculated. Yost of the data were abstracted and collected

from the various reports listed in the bibliography. In certain cases (e.g.

mixing losses) the information is incomplete and In these circumstances the

limited experimental results available are supplemented by hypotheses which

require proof. A specimen calculation of the pressure drop and air flow

distribution of a typical chamber is given in Appendix II. ',he calculated

and measured values of pressure drop (cold) agreed within 4 per cent.

OONFIDENTIAL



CONPIDNTLA

- 2 - Report No. R.14.3

CONTENTS

1.0 Introduction 5

2.0 Swirlers 5

2.1 Pressure drop due to a swirler 6

2.11 Whirl velocity oomponent dissipated and
oonstant static pressure 6

2.12 Whirl velocity component dissipated and
axial momentum oonserved 7

2.13 Consideration of most reliable assumption 7

2.14. Blade losses 7

2.15 Effect of Reynolds number on blade losses 9

2.16 Overall loss ooefficient for a swirler 9

2.17 Overall loss ooeffioient for various types
of swirler 9

2.18 Constant blade angle - curved blades 9

2.19 Constant blade angle - straight blades 10

2.20 Varying blade angle - curved blades 10

2.21 Ported swirler (Figure 7) 11

2.22 Tangential port swirler 11

2.23 Vortex type swirler (Figure 8) 11

2.3 Swirler followed by a throat 13

3.0 Primary stabiliser losses 15

3.1 Plain baffles 15

3.2 Variables affecting the pressure loss of plain baffles 16

3.21 Effect of velocity 16

3.22 Effect of area ratio 16
3.23 Effect of hole size 16

3.23 Effect of hole shape 16

3.25 Effect of hole arrangement 17

3.26 Effect of hole inclination 17

3.27 Effeot of turbulence 17

3.3 Gutter stabilisers 18

COCFhIDEM



C0NFID3NTLAL

- - Report No. R.A43

4.0 Cooling losses 19

4.1 Porous wall 19

4.2 "Louvred" surface cooling 19

4.3 Combination of external air flow and looalised air
injeotion cooling 20

5.0 Mixing losses 20
4!

5.1 Secondary mixing losses 21

5.2 Primary mixing losses 22

6.0 Heat addition losses 22

7.0 Misoellaneous losses 22

7.1 Diffusion losses 22

7.2 Losses due to bends 23

7.3 Losses due to corrugated spacers 23

7.4 Friction losses 24

8.0 Overall chazrber loss 2J+

9.0 Conclusions 26

References 27

Circulation 28

APFNDICES

No. Title

I Synbols 29

II Air flow distribution and overall loss factor for a oonven-
tional chavber 32

III Derivation &L theoretical whirl and axial velocity distribu-
tions 42

CO n =

'i



-4 - Report No. R.43

]LLU8TaATIONB

T, No. Title Mt. Numb er

1 Variation of air outlet angle for flat plate
osoedes 57571

2 Swirler blade nomenclature 57572

3 Profile loss coefficients for zero incidence 57572

4. Secondary losses in blades 57573

5 Effect of trailing edge thickness on blade loss
coefficient 57574.

6 Variation of profile loss with Reynolds number 57574

7 Spoke type swirler - air angle notation 57575

8 Vortex type swirler 57575

9 Notational diagram (see Section 2.3) 57575

10 Variation of discharge coefficient with vena-
oontraota Mach nunier 57576

11 Relative discharge coefficient versus area ratio 57577

12 Variation of loss coefficient with hole inclination 57578

13 Relative loss versus hole inclination 57579

14 Variation of static pressure drop coefficient with
percentage turbulenoe 57580

15 Friotion factor 'f' for sheet metal surfaoes versus
Reynolds number 57589

16 Gutter Notation 57581

17 Cd for hole in wall of duct 57582

18 Diffuser efficiency versus diffuser angle e 57583

19 Diagram of conventional ocmbustion ohaaber 5758

C0?WITAL



CONIDENTIAL

- 5 - Report No. R.V+3

i .0 Introduction

Effective combustion chamber design and development requires a know-
ledge of the air flow distribution throughout the chamber. Since the air
flows through the chamber in two or three principal paths, arranged in
parallel, the loss of total pressure in each path must be the same. Thus
the division of air between the various paths will be determined by their
relative resistances. This resistance to flow in each path is the summation

4 of the indiviE-=- component losses. Por example, the primary circuit resis-
tance comprises the swirler loss, diffusion loss, combustion loss, etc.
Hence to obtain the air distribution in a given chamber the component losses
must be calculable from design dimensions, and a method of combining the
circuit Fesistanoes available. Such a method was developed by Probert and
Kielland and subsequently simplified 2 by dispensing with the "step-by-step"
system of calculation. However, no comprehensive report on c aonent losses
has yet appeared although a note for discussion was publiuhed . The present
Report supplies the hitherto missing data much of which was obtained from
unpublished work at N.G.T.E. In oases where the information is incomplete
the available data are supplemented by hypotheses which require proof.

In the Report each component is considered in detail and the method
of obtaining the overall loss and air distribution added for completeness.
Appendix II gives a specimen calculation for a conventional chamber.

2.0 ewirlers

Flow conditions at outlet from a swirler vary along the blade span
to satisfy radia. equilibrium as shown in Appendix III. Thus, free vortex
blading gives a constant axial velocity component while the whirl velocity
varies in-ersely as the radius. Other forms of blading each have their own
particular characteristics. Although true mean values of the velocity com-
ponents should be used for pressure loss calculations, negligible error is
involved and the tedium of obtaining these values obviated, by using values
occurring at the weighted mean radius (rm).

R2  ro 2  (I)
rm (R +

',~~r 0 2 . . . .

where the symbols have the significance given in Appendix I.

It is possible to study theoretically the efficiency of swirlers in
turning the air through a given angle by considering the two dimensional
flow of a perfect fluid through a lattice of plates. This problem has been
studied4 and the results applied5 to omect the angle of deviation (q) with
the pitch-ohord ratio (o) for various angles of stagger (0). In Figure 1
angle of deviation is plotted against pitch-ohord ratio. The curves show
that for quite practical pitch-chord ratios, i.e. 0.5 < * < 1 .0 the dcvia-
tion angle is almost identical with the stagger. Experimental results agree
with this finding and it is now usual to employ pitch-chord ratios of about
0.7 for all swirlers required to give a tight swirl (i.e. high values of c6
and P). Thus for theoretical caloulations on swirler pressure losses it is
both convenient and justifiable to assume that the air is deviated through
the entire stagger angle P.

b,, CONFIDENTIAL
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2.1 Pressure drop due to a swirler

By considering in some detail the flow through the swirler and the
resultant motion of the air, an expression for the pressure drop can be
derived.

Consideration is now given to the outlet flow from the swirler at the
mean radius as defined by Equation (i).

2.11 Whirl velocity component dissipated and
constant static pressure

Dissipation of the whirl velocity head is the most obvious assumption
regarding swirler pressure drops. But an assumption must then be made about
the static pressure relationship at the swirler outlet (1) and at a plane (2)
situated downstream in the flame tube. A likely assumption is that the mean
static pressure difference is negligible.

A mere statement of the total pressure loss is obtained by applying
Berroullis equation, thus

P1 = P2 + loss .. .. .. .. .. .. .. (2)

with the further assumption of constant static pressure this reduces to

loss = ?I - P2 2 ( - (3)

and since

V, = Va seoc.

V2 = Va (whirl component lost)

los = Va ec A 2

2
loss = V 2 f se Q, As .. . .. . . (4)

2
.se .. .. .. .. ()

CtThDETIAL
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2.12 Whirl velocity component dissipated en.
* ,axial momentum conserved

A more logical assumption than constant static pressure is conserva-
tion of axial momentum. Even this must have certain limitations since the
axial momentum is unevenly distributed across the flame tube diameter and is
negative along the axis due to flow reversal.

The momentum equation is

P1 A - 2 A+(i2)Ap A) = . As Va{ }............(6)

thsAI-2= ( As(AS AF + ) 2

2
and.2) F2 A

.. . ... (7

2.13 Consideration of most reliable assumption
~Of these two views the former has proved to be the more reliable.

iAlthough thr stepossibility ofsome slight pressure recovery by vru

thr sths P1 P2 2irtueA, V

of the area change it is undoubtedly local and is dissipated by the friction
in the ensuing recirculation and general oorbustion turbulence.* The omrpari-
son is good between measured losses given in Reference 5 and by calculation

! using Equation (12) which is Equation (5) plus the blade loss. For typical
~values of AF, As and a the difference in loss factor @F by using Equations

(5) and (7) rarely exceeds 5 per cent, the former giving better agreement
2with experimental results. Conservation o axial and angular momentum

considerably increases the difference between calculated and experimental

results.

2.11g Blade losses

In the foregoing analysis the losses are assumed to originate from
the resultant flo conditions of the a andfter leaving the swirler and no
mention was made of the losses in the swirler itself. These are dhe to
profile and secondary losses in the blades. The former are losses attri-
butable to skin friction and separation, the latter due to three dimension-
al effets. hfAese losses are aproximately of the same maitude and in the
Sae of swirlers where the incidence is zero, the principal factors affect-ing the overall blade loss are oi tlet angle, pitch-chord ratio and blade e

p Ina ae oeverg ansinc thbae losssens a v eoryginael propom

ention of the total swirler loss, an average figure ou 15 per oent of the

' passag area. However, since the blade loss represents a very small pror

ONFIDENIAL
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swirler outlet velocity head is taken6 for the blade loss for values of (a)
in the range 650 < a < 850. This figure was experimentally determined (see
Reference 6) and is independent of blade form.

For smaller values of (a) and for increased accuracy where such vari-
ables as blade height and thickness are taken into account, the following
method abstracted from Reference 7 is used.

This method is used for determining the losses in turbine nozzle
guide vanes and there are obvious limitations when it is applied to swirlers.
Errors are most likely to be associated with the secondary loss coefficient.

Hub ratios () for turbines are of the order 0.8 whereas for swirlers they

are about 0.2. Reducing the hub ratio undoubtedly increases the secondary
loss for turbines and will presumably affect swirlers similarly, although to
a greater degree. However, the deflection angles and flow accelerations are
higher in swirlers and the latter at least will tend to reduce the loss.
These various effects are allowed for (see Section (b) below), but the over-
all impression is that the method of Reference 8 when applied to swirlers
tends to underestimate the secondary loss. Unfortunately there are not
sufficient swirler tests for an independent estimate of the secondary loss
to be made.

Conditions are considered at the reference radius rm.

Details required (see Appendix I and Figure 2).

(1) Blade chord - c at reference radius

(2) Blade pitch - a at reference radius

Blade thickness - t - at reference radius

2 2
Free swirler area - As = II(R - ro 2 )

(a) Profile loss coefficient

From Figure 3 knowing (a) and the pitch-chord ratio (a) the profile
loss coefficient (Yp) is obtained.

(b) Seoonda loss coefficient

For zero incidence and assuming a =

tan n=tn .. .. .. .. (8)

also C/(s/c) - 2 tan cosan .. . (9)

The secondary loss for zero incidence

= K[CL/(S/O)] [cos 2C,/coan]

.. .. .. .. (10)

2*

The factor K is a function of and is plotted in Figure 4.

,~~ ~~ d Im TZ,- D]
iOFDET
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2 2As= n (R - ro2 )

At = An oos a (An = swirler outlet area)

(o) Total loss coefficient (Yt)

~~~~~Yt = Yp + Ys.. . .. .. ().

If the t/s (thiokness/pitoh) ratio differs from 0.02 then the total
loss ooefficient should be oorrected by the multiplication factor given in
Figure 5.

2.15 Effect of Reynolds number on blade losses

The Reynolds number for a swirler is defined in the usual manner
using the blade chord as the scalar length and the outlet absolute velocity,
density and viscosity at the mean radius rm. For all forms of aerodynamic
maohine the loss Pnreases with decrease of Reynolds number especial in
the range Re < 10k . The effect of Reynolds number on profile loss may be
determined approximately from Figure 6 which has relative loss coefficient

(defined as Y ) plotted against Re and is for all forms ofYp at Re = 2 x 105

blading. The secondary losses are assumed to be independent of Reynolds
number .

2.16 Overall loss coefficient for a swirler

From Equation (7) and Section 2.14 the total loss coefficient for the
swirler in terms of the flame tube area AF .

2

OF = 1.15(t) sec2  -i .. .. .. .. (12)

or a little more aocurately

2

F sec2 L . .. (3)

2.17 Overall loss coefficient for various
types of swirler

Equations (12) and (13) are quite general equations for oonventicnal
awirlers and it only remains for one or two general observaticns to be made
when these forawlas are applied to the various types of swirler.

2.18 Constant blade angle - ourved blades

This type of swirler is frequently used where 'tight' swirls are
required and where the velocities are relativey high. The blades are curved
so that the upstream edges are parallel to the flow, i.e. zero inoidenoe.

taVDiTA
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Either Equations (12) or (13) may be used to determine the loss factor (ip).

2.19 Constant blade angle - straight blades

This type of swirler is very easily manufactured and is representative
of the swirlers used in large industrial type chambers, where the overall
velocities are low. Since the incidenoe of the blades is extremely high, the
loss faotor is also very high, although the flat blades are extremely effeo-
tive in deviating the air through the required angle. Scanty evidence5

suggests that the blade loss is approximately doubled oompared with curved
blades for the same value of (a) where 650 < a < 850.

Hence loss coefficient for swirler with flat plates is given by

2
, 2' ~F = 1.3 A e Sa CL . . . . . .

Obviously, the more accurate caloulation of Yt is impossible in this
instance since the blades are permanently stalled due to the very high
incidence.

2.20 Varying blade angle - ourved blades

In view of the manufacturing diffioulties and the small increase in
performance over the constant blade angle type, this type of swirler is now
rarely used. The blades are usually of free vortex form giving maimum whirl
velocity and hence low pressure at the oentre. To a ply the loss coefficient
formula it is necessary to ascribe a value to (seo a). As mentioned in
Section 2.0 negligible error is involved by applying values occurring at the
mean radius (rb. As shown in Appendix III if the blades are of free vortex
form (V&) is constant and

2
2 2 ro  2sec a = 1+ tan2

R2 + ro2

and 1 + 2 ro 2  tan2 a / + Yt - (15)

For forced vortex blades (rarely used)

2 2
2 r o

sec,=+ 2(r 0
2 oosec2 , o-R 2 )

andt. 2...R2 r ..2  (1 + 16)
As) 2(r 2  (ia ) 1o 2

0COMIDERTMA
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2.21 Ported swirler (Figure 7)

The development of a combustion chamber having low wall temperatures
resulted in a stabilising baffle embodying this type of swirler. Assuming
no pressure recovery and the static pressure difference between the swirler
outlet and flame tube are negligible, as in Section 2.13;

loss.= p (VI 2 - 2)

From the velocity triangle of Figure 7

V1 = Va l cosec m

Va = Va ' sin et V2 = Va As

~2

loss = 2 cosec 2 e ooseo2 a -

22

•* • OF = cosec cosec o} - 1 .. .. .. .. (17)/\~A s

From Equation (17), as the semi-angle of the cone and the air angle
through the ports relative to the tangent at the ports increase, the loss
decreases. This is to be expected. There are no known experimental results
from which an allowance for blade loss, i.e. air friction at the ports, can
be made.

2.22 Tangential port swirler

This type of swirler was last used on the early types of chamber for
the W2B, W2/500 and W2/700 engines, and may not be used in the same form again.
For the purpose of determining the loss it is reasonable to assume that the
velocity head through the ports is lost.

2
AF)

i.e. F = A(S) .. . . . . . . . . .. . (18)

2.23 Vortex type swirler (Figure 8)

This type of swirler is basically a small vortex chamber followed byL' a throat and is a comparatively new type. Its ability to 'run full' gives it
pressure loss comprises two principal components. Firstly, that due to

COWPIDMTAL



CON FIDENTIAL

- 12 - Report No. R.143

producing the whirl velocity at the throat and secondly, the production of
the axial velocity ocmponent.

The pressure drop between the tangential entry and the throat is
mainly a friction drop and assuming the vortex decay law

V. r; = 0

Total pressure drop AP can be shown to be

2 2n 2n

by integrating the equation for static pressure drop in vortex flow:

2
dp Vw

dr r

between r, and r 2 and since the swirl energy at the throat is irrecorerable

'2 2n 2n 2
AP e-{(;,) (-!)5VI 1 1+ P1w

and also the axial outlet velocity must be produced.

Hence total pressure drop

2 2n 2n 2

also by continuity V As AtVa=APVF .. .. .. .. . (20)

L, .n

thus

2 n 2 2 -

" (Z ) [ ) i-( -)+(=){i ]" (22)

0ONIDSKAL
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For a free vortex n = 1, but tests on a model cyclone of approximately
18 in. maximum diameter and 6 in. wide have shown n f 0.95, and that n
decreases further as the width is reduced. Since for a practical size of
swirler the effective Reynolds number is lower and the flow area,/wetted area
ratio is greater, n will probably be of the order 0.8. No experimental
results are available for confirmation of this value. The angle of swirl at
the throat (w) is given by

= tan - -
Va

r n

i.e. tan A .. .. ..... (23)

Thus a wide latitude is allowed in designing a vortex swirler for a

given value of swirl angle.

2.3 Swirler followed by a throat

The combination of a swirler followed by a throat occurs f requently
in chambers containing ceramic liners. This problem was studied and pre-
dicted values for the pressure loss were closely substantiated by experi-
mental results. The problem is complicated by the fact that heat addition
occurs at the reference planes down.tream from the swirler exit. With

* reference to the notational diagram Figure 9

Axial velocity from swirler _ A '
outlet As VF  (2)

uirl velocity from swirler AF '
outlet As V F tan c6 (25)

The kinetic energy changes between the plane of the swirler outlet
and the ceramic liner throat are based on the assumptionsthat the axial
velocity component increases in the ratio of the areas and the whirl velocity
in the square root of this ratio, making it a type of free vortex. This
latter assumption implies that the moment of momentum is constant on a stream
surface and is described in Reference 5.

Ap 9
Axial velocity at throat= - . VP .- .. (26)

At

Am Jir p" '
Lhirl velocity at throat = A t Vp tan, (1.. . (27)

CONFIDNTIAL
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Thus assuming no pressure recovery and the static pressure difference
to be negligible between the throat and the flame tube downstream

1051 I. 2 1 j 2
loa - vP

2 2 2 2
I~~~ (AtF' /.A\A 2 i\ 2P 1 2
- i - . .vF tan a. P ,, -P VF

2 A.p" A/At ~ At/

( F t 2  A .. .. (28)- ; 7F  tan m + 1] .
2A Att

the blade loss in the swirler is

Y { •- VF see )G .. .. (29)t 2 As

Overall loss factor obtained by combining Equations (28) and (29) and
simplifying

F( p\i Ata 2 AF 2
OAs a C + I tseo'L -1

(30)

In Equation (30) Yt is determined by the methods given in Sections 2.14, 2.15
and 2.19.

In the design or project stage, it is difficult to asoribe values to
P" i.e. the density at the throat. However, the density relationship through-
out the primary zone may be written:-

which is based on a temperature relationship assuming constant static pres-
sure.* G is a factor (0 < G- < I) depending upon the amount of heat release

between the exit of the swirler and the throat. The value of P' = x say,

CONFIDNTIAL
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can usually be fixed with a reasonable accuracy, and Equation (31) reduces
to

P" 1

=G (x -1) + 1 (32)

By substituting probable values for G, p" is obtained. In practice
it is doubtful if G will exceed 0.5 and generally 0.25 < G < 0.5. In the
previous analysis 9 taking values of G of 0.25 and 0.5 varied the primary
loss factor some 30 per cent and the overall loss factor some 7 per cent.
Thus the value ascribed to G is not really critical in determining the over-
all loss of the chamber.

3.0 Primary stabiliser losses

The fundamental principle of flame stabilisation is to reduce the
local velocity and effect a flow reversal by which fresh mixture is added to
the piloting region to propagate combustion. This is achieved by two dis-
tinct forms of piloting system, viz. gutter and plain baffle type stabilisers.
The former type are used where high velocity conditions exist i.e. ram jets,
reheat etc., and although considerable work is being carried out on gutters
few published notes are available. The plain baffle type stabilisers
incorporating a swirler are used in the majority of aero engine and indus-
trial type chambers.

3.1 Plain baffles

These plain baffles are of varying form although they do preserve
some symmetry in design. To obtain the complete baffle loss the pressure
loss of the various free area shapes (holes, scoops, etc.), which constitute
the baffle must be determined. Viihen air flows through these various holes
the issuing free jets are conoidal in shape and hence give rise to a dis-
charge coefficient. If Cdo and Ao are the overall discharge coefficient and
total free area of the baffle respectively and the various components have
free areas A,, A2 , A3 ......... and discharge coefficients Cdl, 0 d2 ,
Cd3........

Al Cd + A2 Cd2 + A3 d .........
then Cdo =

A1 + 2 +A 3 . . . . . . . ..

=- ZACd (33)Z A d

Thus any shape or size of baffle can be reduced to the simple case of an
equivalent hole in a flat plate. The necessary experimental values of dis-
charge ooeffioient arp taken from experimental results obtained at N.G.T.B.
and will be publLshed' 0 in collected form shortly. Briefly, the various
baffles were mounted in a test section and the loss of total pressure
measured for a range of velocities. Theoretioally 1, the pressure loss in
caloulable providing the free area of the baffle, the oross-seotional area

C0'MM=
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to which the flow expands (in terms of area, since this is actually a diffu-
sion process) and the discharge coefficient are known. The former values
are obtained by actual measurement but the discharge coefficient can only be
determined experimentally.

3.2 Variables affeoting the pressure loss of plain baffles

3.21 Effect of velocity

The theoretical ourves 11 show that the non-dimensional loss factor
increases with Mach numrber which for constant static temperature is propor-
tional to the velocity. Pressure loss tests on various baffle shapes have
shown that the loss does in fact increase with Mach number but at a reduoed
rate of increase to that predicted. It was thought that an increase in the
discharge coefficient with Mach number might account for the discrepancy and
this has now been substantiated by independent experiments 1 2 . Variation of
(Cd) with vena-ocntracta Mach number is shown in Figure 10. For most combus-
tion chambers the change of Cd is small, but since the loss is inversely
proportional to Cd2 its effect will be significant.

3.22 Effect of area ratio

For a given shape of hole the discharge coefficient increases ini-
tially almost as the square of the area ratio as shown in Figure 11 in which
the relative coefficient is plotted against area ratio. This curve is based
on values obtained from Reference 13 and by experiment and is for sharp
edged circular orifices. The equivalent curve for other shapes of orifice
will be slightly different.

3.23 Effect of hole size

The effect of using baffles containing a similar total area of holes
of different size has not resulted in any definite conclusions being reached.
A large number of small holes would be expected to give a higher loss on
account of the larger wetted area available for friction. However, experi-
mental results show the converse to be true, i.e. the baffle having a small
number of large holes has a 2 per cent higher pressure loss. It should be
appreciated that the experimental error is of this order and also variation
in the diameter of the holes has to be extremely small to account for this
difference.

3.2 Effect of hole shape

The shape of the hole for a given free area does affect the pressure
loss by variation in the discharge coefficient. Circular holes have the
lowest discharge coefficient for a given free area. Square orifices have
slightly higher values of Cd and rectangular and elliptical orifices with high
values of major/minor axis ratio higher values still. Typical minimum values
i.e. corresponding to infinite area ratio, are given in Table I below.

TABLE I

Type Circular Square Rectangular Elliptical Elliptical

Axis ratio - 1 3:1 2:1 4:1

.6 .62 0.63 0.62 0.63

' 0.282WA 0.25rA 0.214/A 0.26A 0.20 A

r, ... D...AL
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The vena-contraota is formed by the inward radial flows on the up-
stream face of the baffle acting on the jet periphery. For a hole in the
centre of the baffle these contracting forces are strongest when acting
normal to the jet surface. For a circular hole the forces act normal to the
surface over the entire periphery and produce the greatest contraction.
Thus contraction coefficient (6C) increases as the hole shapes become "less
circular", i.e. elliptical (2:1Y. square, rectangular, etc.

(Cv), velocity coefficient, represents the ratio of actual to

theoretical velocity through the hole and is due to viscosity and boundary
friction. Hence increasing the periphery of a hole for a given oross-
sectional area results in a decrease of (Cv). For holes in thin plates Cv
tends to unity and as periphery variations (as shown in Table I where

hydraulic mean depth = cross sectional area) are small, changes in (Cv) are!periphery I
negligible. Since discharge coefficient = Cd = Co- Cv changes in Co will

be the predominating factor. Thus for maximum discharge through a given
area the hole shape should be rectangular with, for example, an axis ratio
of 14:1. However, practical disadvantages such as corner stress ooncentra-
tions and manufacturing difficulties may outweigh the advantage of the small
increase in (Cd).

For an annulus around a hemispherical baffle mean values of 0.9 for
the discharge coefficient were obtained.

"Thumbnail" scoops have a discharge coefficient closely approaching

unity.

3.25 Effect of hole arrangement

No general conclusions may be drawn from the disposition of holes in
a baffle. Various arrangements of holes, for a constant area ratio, lead to
negligible changes in the overall loss factor.

3.26 Effect of hole inclination

To determine the effect of inclination of the plane of the hole to
the air stream a series of cones were tested in vhioh the cone angle was
varied but the area ratio and hole arrangement remained the same. When the
holes were placed normal to the airstream minimum loss was obtained. As the
angle between the axes of the oles and the airstream (e) increased the loss
increased approximately as cos e as shown in Figure 12. This is to be
expected since the projected area of the holes on a plane normal to the air
flow is directly proportional to cos 6 and loss is proportional to the square
of the area ratio. Figure 13 shows relative loss defined as

loss factor at inolination e
loss factor at e = 0 (i.e. minimum loss) plotted against 8. Placing the one
apex upstream or downstream had no measurable effect on the loss.

3.27 Effect of turbulence

Reference 14 gives details of experiments carried out on a series of
flat plates which illustrate the effect of turbulence on drag. Figure 14.
shows the variation of pressure drop coefficient (static pressure differe e/
free stream velocity head) with percentage turbulence. The percentage tubu-
lence in defined as

root mean square of speed fluctuation
average speed x 100

OcNPIDUn7AL
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The tur bulenoe level was varied by placing large wire diameter, large
mesh gauzes upstream of the test section. Considering practical applications,
the change of percentage turbulence is usually small in a given test set up,
but this feature of drag increase with percentage turbulence is important
when onpuring pressure loss measurements made on an identical oceponent on
two dissimilar rigs. However, reference to Figure 14 shows that percentage
turbulence changes will only account for small differences in pressure loss.

3.3 Gutter stabilisers

The loss due to gutters is mainly an expansion loss arising fran the
fuel injector situated in the high velocity throat and also the diffusion
loss up to the chamber cross-section from the downstream end of the gutter.
For incompressible flow the loss is (% - 1)2 and includes a discharge
coefficient for the gutter. For included gutter angles up to 150 the value
of Cd is about unity. For higher angles the Cd decreases fairly rapidly,
probably following a cosine law, but this is merely a hypothesis whioh,-
although qualitatively correct, should be confirmed experimentally before
being used indiscriminately. If the throat velocity is greater than
200 ft ./sec. the curves of Reference 11 should be used to allow for ocmpres-
sibility in determining the pressure loss.

For hot running the fundamental pressure loss due to heat addition
(see Section 6.0) is added to the cold loss. The result obtained may be high
compared with the experimental value. This is due to the aerodynamic flow
pattern around the gutter being significantly altered by ocbustion. The
principal effects of ocmbustion are to reduce the strength of the reverse
flow (and hence the pressure loss) and to increase the length and breadth of
the wake. A further oontribution to the loss factor is the dissipation of
the upstream ocmponent of the fuel momentum when injected in the throat. If
the inlet air and fuel temperatures are substantially the same, increase in
fuel flow results in an increase in pressure loss (of the order 3-5 per cent),
but if the air temperature is high compared with the fuel the pressure loss
tends to decrease. This later phenomenon is due to the reduction in air
temperature due to fuel vaporisation. The presence of the fuel increases the
effective blockage at the throat, and since the throat velocity and permanent
blockage are both high, exerts a measurable effect on the loss. If the
throat section is long friction effects must be taken into account by the
moified "Fanning Equation"

d (AP) 24, -• V .. .. .. ..
Ue D1 2

for rectangular or annular oross-seotional areas the equivalent diameter
(de) is used. (f) will vary between 0.002 and 0.008 depending on the
Reynolds number as shown in Figure 15.

The effect on pressure loss of using skirted gutters (see Figure 16,
(a) and (b)) as opposed to the conventional type is negligible, although an
improvement in flame stability may result. The use of "finger" type flame
spreaders attached to the downstream end of the gutter gives rise to a small
increase in the loss which is accounted for approximately by the loss due to
flow through the projected free area of the fingers in the plane of the

• gutter base as shown in Figure 16(o). This loss will probably be a little
higher than the more gradual loss occurring along the fingers, but does give

,MiIDENTI&
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a basis for analytical determination. Diffusion losses can be treated by
the method given in Section 7.1.

Pron the preceding paragraph it is obvious that the pressure loss
picture is far from oomplete, but correlation of the results of many experi-
ments now in progress will improve the position.

i4.0 Oooling losses

The main types of cooling device in use at the present time are the~louvre, porous wall and boundary layer system. For a detailed analysis and

description of these systems Reference 15 should be consulted. From the
point of view of pressure loss no new problems are involved, each system
merely utilising the available pressure difference between the primary and
secondary flow paths.

4.1 Porous wall

This method of cooling is among the more efficient and is amenable to
analytioal treatment. The pressure drop for laminar flow through a porous
material is given by D'Aroy's equation

Q.L. Z P2 (35)
P12 _ P2 2  144 2 P2

where PI and P2 are the air pressures in lb./ft. 2 on either side of the

porous wall and Z is the coefficient of permeability and has dimensions of
an area, usually square inches. For the small pressure differences available
in combustion chambers

2 2
PI P2  2 P2"A4P where Ap= pressure drop

thus Q.L. Z p36)
Ap 144 9

However, Z must be determined experimentally in the first instance,
and may decrease with operating time due to deposition in the pores.
Typical values of Z are 10 8 to 1010 in2.

4.2 "Louvred" surface ooolinr

The "louvred" wall is essentially a mode of construction (British
Patent No.642,257 hold by "Shell* Refining and Marketing OomCazi Limited)
by which the effective area for heat transfer is considerably increased.
The surface to be cooled is constructed so that there are many small
independent passages along which the cooling air may flow radially, finally
emerging to mix with the primary stream. To estimate the pressure drop
associated with the flow of air through the passages in the "louvred wall"
under turbulent flow conditions, Blasius' Equation is used:-

I-i
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~2
0,316 PV L

Re 0 . 2 5  2 de

for laminar flow oonditions:-

96 PV LAP = 9 ... .. .. .. 0.. . (38)
Re 2 de

The criterion for turbulent or laminar flow is whether Re is above or

below 2,000. In addition the injection loss = V 2 should be added to

either Equation (37) or (38) to give the complete loss.

4.3 Combination of externa. air flow and looalised
air injection cooling

This method requires the cooling air to flow in an annular sheath in
an upstream axial direction and then to inject it through small holes in the
flame tube into the high temperature side where it forms a blanketing annular
layer. The pressure drop is the sum of the friction drop given by Equations
(37) or (38) and the injection loss which will be due to accelerating the
air up to the required injestion velocity. The latter loss is given by

A , = -1 F (39)
2 o.61

where Vh is the velocity based on total port area and 0.61 is the disoharge
coefficient.

The overall loss for this cooling system is

2 2
0.316 PV L P ** .Re0 .25  2 d+ 2061)

5.0 Mixing losses

Up to this Section most of the information is complete and valid for
all types of combustion chamber but an incomplete knowledge of the mixing
process restricts the application to low speed chambers.

The pressure loss due to mixing is probably the most diffioult loss
to determine analytically without some experimental assistance, since it
affects both the primary and secondary streams. The part of the mixing losg
attributable to the seoohdary circuit is almost entirely due to expansion

through the mixing holes. The loss associated with the primary oirouit is

CO1DETIAL
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made up of the flow through the effective blockage due to the radial "spokes'
of cold air and the subsequent maro-turbulenoe.

5.1 Secondary mixing losses

As stated in the previous Section the secondary mixing loss is gtven
approximately' by the velocity head through the holes. This requires a
knowledge of the discharge coefficient, which is subject to a wide variation
depending on hole area, outer duct area and the percentage flow fru the

outer duct through the hole. Figure 17 is a curve of Cd versus a factor!
B

where F is the percentage flow from the outer duct and B is the ratio of
hole area/outer duct area. This curve was taken fron Reference 16 and is
the result of water model tests with hole sizes ranging from 0.6 to 1 .9 in.
diameter. It is satisfactory to determine the percentage flow through the
hole on an area basis.

Darling1 7 has also studied this problem using air as the flow medium
and presents his values of discharge coefficient as a function of the

VI
"Approach Velocity Factor", i.e. - where VI is the mean velocity in theV2
approach channel, and V2 is the mean velocity through the hole. The number
of experimental points taken are less than in Reference 17 and only oe
size of hole was used. Darling's results have been plotted on the same
abscissa as the Lucas results in Figure 17. The curves are of similar shape
although the curve for air is some 7 per cent higer. For equal conditions
of flow the discharge coefficient for air would be higher due to ompressi-
bility although by a very small amount. The real difference appears to be
due to the positioning of the static taps on the two separate rigs. For the
water model they are situated in the annulus some 2*4 in. upstream of the
injection hole axis whereas for the air tests the tap was situated on the
outer annulus wall directly above the centre of the hole. The maximum value
of Cd obtained in Reference 17 is higher than anticipated for this type of
discharge. The true values for air are probably a little higher than the
water results although negligible error will result in applying these
directly to air calculations.

The secondary pressure loss due to mixing will then be given by

I Vh2AP .. .. .. ..

0 d being obtained from Figure 17.

SThis statement is confirmed by an American Report "Can Burner Hole Discharge
Coefficient Investigation" Consolidated Vultee Aircraft Corporation No.6149,
just received.

OiPDET
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For holes inclined to the direction of flow the discharge coefficient
obtained from Figure 17 should be increased by the root of the relative loss

factor since Od . For exaaile, if the mixer has a semi-angle of 150

then with reference to Figure 13, e = 750, and Od obtained from Figure 16 i

multiplied by M2
1 i.4e52

The preceding statements assume that the hot stream effects are
negligible. This is probably true for low speed industrial type chambers
but evidence from experiments now in progress suggests that the hot stream
momentun stbstantially affects the result and reduces the value of the pres-
sure drop as given by Equation ()1).

5.2 Primary mixing losses

Losses in the hot stream fron the injection plane to the "mixed" plane
are approximately half the velocity head at the plane of injection and are
thus very small. For very large or industrial type chambers it can be
regarded as negligible. This part of the work will be in a much more exact
formn when the results of mixing experiments now in progress are available.

6.0 Heat addition losses

If, as is usual, the ocmbustion oocurs in a parallel duot i -mediately
downstream of the primary baffle the "fundamental" loss of pressure is given
by

P= jP 1  - .. .. .. .. (42)

and if the statio pressure differenoe is small

1 2(T '2AP I 2 1 T2  .. .. . .. (42a)

In the oase of a varying oross-seotional area in the flame tube, it is
best to consider in detail the relative proportions of heat release as in
Section 2.3.

7.0 Miscellaneous losses

7.1 Diffusion losses

For various reasons the reduction of velocity in the compressor
diffuser is often limited and the inlet velocity to the combustion ohamb er is
frequently greater than 300 ft./se o, the exact value depending to a large
extent on the type of oaopressor. Typioal values for the velocity in the
secondary ann~us are of the order of 150 ft ./seo. and it is necessary to
reduce the inlet air velocity to that existing in the secondary annulus as
efficiently as possible. The efficiency of a diffuser may be defined by &

IA
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factor (e) whioh gives the effioienoy of conversion of velocity head to
static pressure

" P 2 2
" " '2 - P= eT (v - 2 ) . .a.. (23)

total pressure loss P1P P2  a )I e) . (V2 - v2 2 (4)

! 2g

loss faotor = (1 -e) i (5)

Values of (e) have been taken from Reference 18 which agree with
experimental results given in Reference 19 and a plotted in Figure 18
against total diffuser angle e. A reoent report has shown that assym-
metry of the inlet velocity distribution has a marked effect on diffuser
efficiency especially for large diffuser angles. A low velocity region near
the wall is equally undesirable.

7.2 Losses due to bends

Although not explicitly a oomponent .of the combustion chamber, bend
entries and exits for ocibustion chambers are relatively oommon and theirloss is frequently included in the overall charber loss figure. Accurate
data for the losses in bends is given in Reference 21, but in general terms

it can be stated that, for a bend without diffusion and with .a directio mal
change not exceeding 900, and having a mean radius not less than 1.5 times
the duct diameter or passage width, the pressure loss will not exceed half
the velocity head. The loss round a sharp bend can be reduced by imparting
an acceleration to the air.

Casoade bends are now universally employed in gas turbine systems by
virtue of their efficienoy both in terms of pressure drop and their ability
to turn the air through a desired angle. Reference 22 gives the design
details and procedure for oonstructing a bend in which the blades are spaced
in an arithmetic progression from the inside radius. The pressure loss
associated with such a bend is affected by size and manufacturing variations
(especially internal finish) but a loss figure of 25 per oent of the velocity
head through the bend is sufficiently aocurate for most purposes.

7.3 Losses due to oorruaated spacers

This form of oconstruction is now used frequently as a mechanical
spacer for skin oooling of oombustion 2h ber walls. The discharge oceffi-
cient of this spacer was investiated23 on a water model and found to be
0.8 when based on the draing dimensions and 0.9 in terms of the actual
measured areas. The variation in drawing and measured dimensions is due to
manufacturing difficulties principally in the welaing operation. For design
purposes the estimated area of the section is used for which Cd equals 0.8.

Ca~rMITIAL
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7.4 Friction losses

In the majority of chambers the friction losses are usually negligible
ocmpared with the individual ocaponent losses but in a few isolated oases
there are long sections where friotional affects are measurable.

The pressure drop is given by the modified "Fanning Equation"

d (AP) f V 231U D 2

f being obtained from Figure 15.

For irregular shaped duots and annuli the hydraulic mean diameter de
is used for D.

i.e. A

8.0. Overall ohamber loss

Having considered in some detail the pressure losses caused by the
various ocmponents of the chamber, it is now neoessary to see how they may
be linked to give a value of the loss coefficient for a particular flow path.
For consecutive losses in a flow path the overall loss coefficient is merely
the arithmetic sum of the individual loss factors provided they are expressed
in terms of the same reference v6locity head. For losses occurring in paral-
lel circuits the method of Probert and Kiellandl is used. A loss coefficient
is applied to each flow path such that the total head loss in the stream is
equal to the loss coefficient times the velocity head at some reference area.
On the further assumption that the static pressures are equal in both streams
at divergence and oonfluence an expression for the overall loss factor is
obtained. While this method proves satisfactory for the simpler types of
chamber a considerable amount of calculation is required if there are more
than two general flow paths. Also, because of the "step-by-step" method of
calculation, if the loss factor of one of the components is changed a complete
recalculation is necessary.

Reference 2 is based on the same principles and assumptions as stated
above but as shown in Appendix II reduces the complexity and quantity of
calculation.

If Jx = pressure loss factor of a
circuit in terms of velocity
head at area x

and = same loss in terms of velocity
head at area y

2
then .9 . . . . * (4.6)

IT *1
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and in the event of a density change

x =0 to "" .. 00 (47)

Thus by applying this relation It is possible to express all indivi-
dual loss factors in terms of the velocity heads, due to each flow, at the
same oross-seotionsi area. This reference area is purely arbitrary and can
be the chamber entry area, flame tube area or casing area.

Since the total head drop of any flow circuit in the chamber must be
the same

j , - 2 2 =  3 3 q. to to .. .. . . (48)

where q1, q2 ..... etc. are the velocity heads due to the individual flows
in the reference area, and 1 ..... etc. are the loss factors expressed
in terms of the velooity hea at the reference area by means of Equation
(47) . % 2

But q c W since p is assumed constant at the reference area for all
flows

• 1  =etc. to .. to 00

and the overall loss factor by

w 2 
2

"')= ( )eto. to to to to (50)

also since the sum of the percentage flows through each circuit must equal
the total flow

W = 100 aW + W2 + W3 eto . . .. .. .. (51)

thus any required circuit flow say W1 is given by:

=100 W(2W 1 = 0 2 - W3

1

assuming there is a total of three aiciso

OCWMIDNiTAL
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9.0 Conclusions

By means of the analysis of component pressure losses in tis Report
it should be possible to make a reasonably bccurate theoretioal aloulatioc
wf the ol air flow d5spributio ant overall loss fator of a oombutin
chamber. er tain limitations i our kowlecle of compressible flow oharo-teristios espeoially mixing of gas streams, imposes a restriction on the
accray for high velocity chambers. This ontingency will be obviated by
experental wrtk now in hand. The omparis n between aeoulaed annc-czzred pressure drop for a typical ombustion chamber as shown in Appen-
dix II is good. The percentage diff erenoe may be fortuitous but the pr'ospects
of calculating the cold pressure drop of a chamber from the designdrwn
with an accray f _+ 5 per cent seems favourable. Assuming the mixing
experiments improve the 'hot' pressure loss calculations, the method can
probably be further r-efined by comparn calculated and measured results

from a variety of ohabers.
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APFENDIX I

synbols

A Cross-sectional area - ft.

B = Ratio hole area, (see Figure 17) dimensionless

outer duct area

o - Constant for vortex decay law

o = Blade chord

Cd u Discharge coefficient dimensionless

CL : Lift coefficient (see Equations 9 and 10) dimensionless

D = Outer diameter - ft.

d - Inner diameter - ft.

e Equivalent diameter w4. x cross-setional area - ft.
perimeter

e , Diffuser efficiency dimensionless

F a Percentage fltw fran outer duct (see Figure 17) dimensionless

f Friction factor (see Equation 34.) dimensionless

G a Heat release factor (see Equation 31) dimensionless

H = Total energy per unit mass - ft. 2 sec. - 2

K = Secondary loss factor (see Equation 10) dimensionless

L, Z Length - ft.

M : Mach number dimensimaless

Mv : Mach number at vena-contraota dimensionless
d2

m Area ratio= dimensionless
2 -2

n a Index in vortex decay law dimnionless
p Total pressure - lb. ft. 2

p = Static pressure - lb. ft. "2

-2

AP a Total pressure loss - lb. ft.

Ap a Static pressure loss - lb. ft.- 2

a Mass. flow per unit oooled surface area s.lugs.

R, r Radii -ft.

CPIIDENTIALI
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APPENIX I (Cont'd.)

Re u Reynolds number dimensionless

B , Perimeter - ft.

* - Pitch - ft.

t - Blade thiolckess - ft.

V : Absolute velocity - ft. sec.
-1

Vh - Velocity through hole - ft. se0.

Vw  : Whirl velocity - ft. sec.-1

-1
W = Weight flow lb. so.

z Area -ft. 2

u Proile loss coefficient dimensionles

Y Secondary loss ooeffioient dimensionleso

Yt Total lose coeffioient dimenntonlesa

2y : Area -. ft.

Z = Coeffioient of permeability (see Equation 36) - :.n,.

* Outlet air angle dimen:;ioz.ls

P Blade outlet angle dimensionleou

Y a Ratio of specific heats dimensionless

B a Baffle semi-oone angle dimeionlese

u Effective area ratio dimennionless

U Viscosity - slygs.ft.-"-seo.'1,

P = Density - slugs.ft.•3

P'I • Flame tube density (see Figure 9) - slugs.ft. '3

Pe u Throat density (see Figure 9) - slug". "3

T Pitch chord ratio =1 dimonsix.less
0

0, * Loss coefficient = PI - 12 dimensionless

=l V

0 S wirl angle for vortex uviz'ler (see Section 2.26) dimensioniless

carmr
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APPENDIX I (Cont'd.)

Suffices

C )~ Known condition usually inner radius

( )~ Entry or initial condition

)2 = Outlet or final oonditionx

()p Pertaining to flame tube

() m = Pertaining to mean radius

)a Pertaining to swirler or secndary

().t Throat condition
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APWI:DIX IrI

Air flow distribution and overall loss faotor

for a conventional ohamber

(Rolls Roce R.M.60 Model)

As oan be seen from Figure 19 the air flow is divided into eight
separate flow circuits. Each individual loss factor will be expressed in
terms of the velocity head pertaining to the overall ohamber oross-sectional
area.

To determine the "hot" distribution oase at a given temperature ratio
the cold distribution is used to calculate the primary combustion zone
temperature. Striotly, a method of suocessive approximation should be used
to allow for small redistributions of air flow but the magnitude of the
errors involved and the general acouracy of the method as a whole do not
warrant it.

Calculation of individual loss factors

(1) Expansion ratio through primary orifice

2.91 = 3.47 i.e. m= 0.312
0.84

From Figure 11

Od =0.6 x 1.058 = 0.635

The effect of the shoulder will certainly reduce the discharge and a
Od of 0.6 is used.

Loss through orifice =(- 1) 22.8

In terms of reference = 22.8 x (38.52

Considering the swirler

540 AF =21.3 in.2  As 2.6 in. 2

By Equation (12)

21 . 0 1
ti 1 .15(2.6) (0588)

222
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APPM,, II (Oont'd.)

Io2

In terms of reference area = 222 x (=.3)

= 725

The overall loss for the two resistances in series is the algebraic sum of
the loss factors (when expressed in terms of the same area).

Loss through No.1 Circuit = = ,715

(2) Loss through corrugated spacer

2
Free area = 1.07 in.

2
Expanded area = 2.43 in.

from Section 7.30 Cd = 0.8

( 2 2 2 5

Loss in terms of reference area = 2.43 2 (38.5 2 850
1i.07 x 0.8 / \2.43/

'Expansion' loss after spacer in terms of reference are

- -3) -
=197

2.431 1 21.3)I

Loss through No.2 Circuit = 2 = 1,047

(3) Loss through primary holes

Firstly, the Od of the holes must be estimated by the method outlined
in Seotion 5.10 and Figure 17.

F is determined on an area basis only

10 x i.39
1 .39 + 0.48 + 0.55 + 3.49 + 1.99 + 3.49

= 139 12.2 per cent
11.39

OCZFPmWMIA
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APPEDIX Ii (Oont'd.)

S= "39 = 0.0837
16.6

F 12.2 = 1+6

B 0.0837

From Figure 17 Cd = 0.582

Loss in terms of reference area=( 21.3 -
k 139x0.582 \213.)

= 2,090

(4) Loss through first row of cooling holes

F = 100 x 0.48 4.80 per cent10.0

B = -0. = 0.0289
16.6

F 4.80
B - 0.0289 =6

From Figure 17 Cd = 0.595

Since these holes are inclined at an angle of 170 the discharge
coefficient is increased (see Section 5.10 and Figure 13).

Ca = 0.595 x 1 2 0.603

It is assumed that the air entering these holes forms an annular sheath
which does not substantially increase in thickness as it flows downstream.

2 2
loss factor (23.8 - 21.3 1) ( =.5 13,800los f~or 0.63 x 0.48 - 2 =1.5o

= 13,800

CONFIDENTIAL
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ALEMIX II (Cont'd.)

(5) Loss through second set of oooling holes

0 = 00 x 0.55 5.78 per oent
9.52

B = 0.55 0.039

F 5.78 -148

B 0.039

From Figure 17 0 d = 0.585

Since holes are inclined at 200, from Figure 13 Cd is inoreased

= 0.58x 1.482 0.5961.:o-26 =

assuming the air forms an annular sheath as before

= (26.6 - 23.8 2 = 10,700
, 0596 x: 0.55 2.8 1070

= 10,700

(6) Loss through first row of mixing holes

F = 100 x 3.49 38.9 per oent
8.975

B = 39 = 0.309
11.3

F 38.9 126
B 0.309

. . . From Figure 17 Cdj 0.561.

0OOFD3TIAL
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AFEDIX II (Cont'd.)

2

Mixing loss P- (2 O

2 2

0 .561- 3..9/

= - 383

(7) Loss through third set of cooling holes

100 x 1 .99.122,63 per ent
1.99 + 3.-49 5.4.8

B 1.99 = 0.176
11.3

* F 36.3 206
-B 0.176

Cd  0.608

Since inclination is 200 Cd is further increased. From Figure 13

* Ii .482S• 4C = 0.608 - - 0.62
41.426

By Equation (41) the loss factor in terms of the hole

2
area- (0.62) = 2.6

#7 2.6 (3.5)2. 974
7 \1.99/ 7

L.1977.
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APM fIX II (Cont d.)

Equation ()+1) was used as it is very difficult to decide to which effective
area the injected air eventually "expands".

(8) Loss through final mixing holes

F = 100 per cent

B= 3- 9 = 0.)+2
8.3

F 100 = 238
B 0.42

* • Cd = 0.61

2 2
"" 8 .6 ," =327

3327

Cold air distribution

= 4,715 1 81 =  6.7

2 = 1,047 V 2 = 32.4

•3 = 2,090 -1 3 = 45.7

= 13,800 -1 += 117.6

= 10,700 -f15 = 107.0

= 383 = 19.6

#7= 974 /7r = 31.2

= 327 -18= 18.1

Ca~7IDO4TMA
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APP=iIX 11 (Oont'd.)

By Equation (51)

100
W 1  = ... ...... .

32.4 45.7 117.6 107.0 19.6 31.2 18.1

100 100
I + 2.12 + 1.50 + 0.58 + 0.64 + 3.51 + 2.20 + 3.80 15.35

W1 = 6.5 per oent

100
'- -t + ft+2. +f.4.+1 8

68.7 45.7 117.6 107.0 19.6 31.2 18.1

100 100
0.47 + 1 + 0.71 + 0.27 + 0.30 + 1.65 + 1.04 + 1 .79 7.23

W2 =13.8 per oent

10O
W= 45.7 + 45. + + +7 +45.7+ +., .L +

68.7 32.4 117.6 107.0 19.6 31.2 18.1

100 100
0.66 + 1.42 + 1 + 0.39 + 0.43 + 2.31+ + 1 J7 + 2.53 10.2.

W3 = 9.8 per cent

100

W4 = 1 6-7 1 + 11 +, 117-6 + 1 + 117.6 + 1176 + 11796 + 6
68.7 32.4 4.5.7 107 19.6 31.2 18.1

100 100
17 1  13.63 + 2.57 + "1.10 + 6.00 + 377 6.3o 26.28

Wu3.8 perocent
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APPENIX I! (oont'd.)

100
W5 107 +107 + 07 + 107 +1 + 107 + 07

68.7 32.4 45.7 117.6 19.6 31.2 18.1

100 100
1.56 + 3.30 + 2.34. + 0.91 + I + 5.4+2 + 3.43 + 5.90 23.86

W5 = 4.2 per oent

100
W. + 6 1 9 .6 + 1 9 6 + . 1 4 2 .+.1 9 * + 1 . 6

68.7 32.4 45.7 117.6 107 31.2 18.1

100 100
0.28 + 0.60 + 0.43 + 0.17 + 0.18 + 1 + 0.63 + 1.08 4.37

W6 = 22.8 per oent

100
=17 2 + 31.2 + 31.2+ 31.2 + _ 31.2231"2 I+31.2

68.7 32.4 45.7 117.6 107.0 19.6 18.1

100 100
0.45 + 0.96 + 0.68 + 0.26 + 0.29 + 1.59 + I + 1.72 695

W7 = 14.4 per oent

100
W8 = 18.1 18.1 18.1 18.1 18.1 18.1 + 18.1 + 1

68.7 32.4 45.7 117.6 107.0 19.6 31.2

100 100
0.26 + 0.56 + 0.40+ 0.15 + 0.17 + 0.92 + 0.58 + I .04

W8 = 24.7 per oent

Cheok:- 6.5 + 13.8 + 9.8 + 3.8 + 4.2 + 22.8 + 1.4 + 2 .7 a 100 per oent
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APPMDn II (Cont'd.)

Overall cold loss factor by Equation (50)

2 (652

0 = 1+ (~)=4715 (..1. 1.

= 19.9 in terms of referenoe velooity heads

2 2

Cheok:- = (W2) = 1047 -) = 19.9

The measured value of the cold pressure loss factor was 20.7 an error

of about 4. per cent.

Hot pressure loss

To determine the effect of heat addition it is necessary to arrive at
a value for the primary temperature.

Using the previously deterined air flow distribution and assuming
circuits I, 2 and 3 constitute the primary air flow.

Percentage primary air = 6.5 + 13.8 + 9.8 = 30.1 per cent

Neglecting speoifio heat variation and assuming:-

Inlet temperature = 20000.

Outlet temperature = 7000C.

If TI is the primary absolute temperature

then 30.1 TI + 69.9.173 = 100.973

T, 97,300 - 33,000 64,300

30.1 30.1

= 2,1300K.

By Equation (4.2a)

Heat adition loss fa)tor (2, 30

0 473

00M34I
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APPENDIX ii (contld.)

and in terms of reference area

Overall primary loss factor excluding combustion loss is by Equation(50)

2 2
= + = 19.9 x 0 = 1 220p I +2 + W)3 u- 031

New primary loss factor including combustion loss will be 220 + 11.4

= 231.4.

Assuming the secondary loss factor remains constant

19.9
=40.8

(0.699)2

* . the new distribution is

Q 231.4 Qs 40+O.8

* . percentage through primary

100
= 29.5 per cent

40.8

Thus heat addition has reduced the primary total flow by 30.1 - 29.5
=0.6 per cent.

2
The new hot loss factor = 231.4 (0.295) = 20.2

The measured hot loss factor for the assumed teaperature rise was
25, an error of about 20 per cent.

CC.M NL4
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APP2 IX III

Derivation of theoretical whirl and axial velocity distributions

The equation for radial equilibrium in vortex flow is

2
1 dp Vw
P dr r

The total energy unit/mass at any radius r is given by Bernoulli's
equation for a compressible fluid

2 2

H = - + -- + - (2)
2 2 - P

Assuming the expansion to be

L = constant (3)
pY

and that H is oonstant, we have by differentiating (2) and (3) that

Va .+ Vw + I =
dr dr P dr

and using (I) 2

dV dVw +VWva ' + v = W

drdr r

the general vortex law is

vwr = c of. .. .. (5)

andalso tan = r n C .. . . (6)
Va.

by (5) and (6)

V 1Vtanar C so .0 .. 00 (7)

I~~DN



43 - Report No. R.1).3

APnMDIX III (Cont'd.)

By differentiation

nrdVa n-I n 2 datan a rn - + Va •tan a n rn + Va • r sec; m - = 0
dr Cr

whence da I sin d2 a V a n-hne -=--sin2L +- .. .... (8)
dr 2 Vadr r)

differentiating (6)

dVw dVa 2 da
-=--tan m + Va see a
dr dr dr

dV, y dVa 2 a2 2 dOVw  1-w Va a tan2  + V 2 c6 tan- (9)dr dr dr

2
da dV-- Vw

Substituting for - in (9) and then substituting for Vw  - and
dr dr r

in (4) finally gives

dVa+ (I - n) C2 r-(2n + ) 0

Integrating, using subscript to' to refer to conditions at the inner
radius for convenience

2 2 2 (I n) ri I* . (0Va V- +0 - (1)
n _v r

Pree vortex blading

For free vortex flow n = I

. from Equation (10) Va = a constant

COMM~3IIAL



01PIDNMTIAL

Report No. R.143

AP.FN III (Oont'd.)

and by Equation (7)

tan a = where J = oonstant = --
r, Vac

now seo2 a -1 +
. 2 V 2

now the weighted mean radius = rm = , (2 + ro2)

* 2 2 ro tan2 a 0Seo =1 + - 2 2 .. .. (11)
R + ro

Foroed vortex bladin

For foroed vortex flow n = -A

S2 v2 22 2
from Equation (10) Va Vo -20 (r -r o

Or
and tan a

JV 2 -_2 C2 (r2 - ro2)

9 r=
an 0tan a m 

=

ro2 2

2 (Rm r

tan a o

(R2 + ro

a 2o -+2  tan2

2 2
*j{,(Ro 2 -2 t.2} ( 2

+ 0 0

2 j 0 B o lh R 2 an c 0
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